Triwatcher - SIR10 Texvika XapaKktnpLoTiKa

www.sat-alarm.gr

AviVEUTNG LBAVLKOG YLa XPHoNn 0€ EEWTEPLKOUG XWPOUG
TPLWV aveEAPTNTWYV UTIEPUBPWY OTOLXELWV.
EpBeAea 12m.

Tpogodooia: 10 - 28 Vce

KatavaAwon 30mA (max.)

Oeppokpacia Aettoupyiag: -25~+500C RH95%

Coverage patterns Wide angle / Pet alley

(selectable by sliding PCB)

Eppelela o pnkog 12m, 840 (mounting height: 2.0-2.5m) / 12m, 840 (mounting height:
0.8-1.2m)

Zwveg avixveuong 47 pairs (94 sectors) / 29 pairs (54 sectors)

MeBodog Avixveuong: MadnTikn avixveuon

Evde&n LED Power-on and Warm-up, Alarm, Self-diagnosis, Precaution, Test mode
PuBuion euaicbnotag 50-150%

Detection mode AND/OR (switch selection)

naApot avixveuong 1/2/3/4 pulses (eAtitAoyn)

Movable range Horizontal direction: 450 (at 9o (intervals)

Installation Indoor/Outdoor, on walls or poles

Bapog 800g
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